12DU7 


Twin Diode—Power Tetrode 


9-PIN MINIATURE TYPE 

For Automobile Radio Receivers Operating 
Directly from 6-Cel 1 Storage Batteries 

GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathode: 

Voltage range (DC). 10 to 15 

For Longest Life, it is recommended that the 
operated within the voltage range of n to 14 v 

Current (Approx.) at 12.6 volts . . 0.25 

Direct Interelectrode Capacitances:* 

Tetrode Unit: 

Grid No.l to plate.. 0.6 


10 to 15.9 volts 

that the heater be 
11 to 14 volts. 

0.25 amp 


Grid No.l to cathode, grid No, 

and heater. 

Plate to cathode, grid No.2, 

and heater. . . /. 

Tetrode grid No.l to diode-No.l 

plate. 

Tetrode grid No.l to diode-No.2 
plate . 


grid No.2, 


ode-No. 1 


Characteristics, Class A ( Amplifier (Tetr 

Heater Voltage. 

Plate Voltage . 

Grid-No.2 Voltage . 

Grid-No.1 Resistor (Bypassed) .... 

Plate Resistance (Approx.). 

Transconductance. 

Plate Current. 

Grid-No.2 Current . 


0.22 max. 

0.12 max. 

ode Unit): 

12.6 

12.6 

12.6 

2.2 

6000 

6200 

12 

1.5 


vol ts 
volts 
vol ts 
megohms 
ohms 
/^mhos 
ma 


Meehanical: 

Operating Position.Any 

Maximum Overal 1 Length.2-3/16" 

Maximum Seated Length . 1-15/16" 

Length, Base Seat to Bulb Top (Excluding tip). 1-9/16" ± 3 / 32 " 

Diameter. .... . 0.750" to 0.875" 

Dimensional Outline . See General Section 

Bulb.T6-1/2 

Base.Small-Button Noval 9-Pin (JEDEC No.E9-l) 

Basing Designation for BOTTOM VIEW.9JX 


Pin 1 - Tet rode 

Grid No.l 
Pin 2 - Cathode 
Pi n 3 - Tetrode 

Grid No.2 
Pi n 4 - Heater 
Pin 5 - Heater 
Pi n 6 - Tetrode Plate 



Pin 7- Diode-No.2 
Plate 

Pin 8- Internal Con¬ 
nect i on— 

Do Not Use 
Pin 9 - Diode-No.1 
Plate 


RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 


DATA 

3-61 















































